
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER No. 86-65

CLOSURE/WASTE DISCHARGE REQUIREMENTS FOR:

SOLANO GARBAGE COMPANY
CLASS III DISPOSAL SITE
FAIRFIELD, SOLANO COUNTY

The California Regional Water Quality Control Board, San
Francisco Bay Region, (herinafter called the Board), finds that:

1. The Solano Garbage Company, the site legal owner and
operator, (hereinafter referred to as the discharger) by
application dated June 5, 1986 has applied for revision of
their current Waste Discharge Requirements (WDR), that
includes the continued operation and the closure of the
existing Class III landfill located on approximately 70 acres
south of Fairfield in Solano County. The project site, as
shown on Attachment A, which is incorporated herein and made
a part of this Order, is located adjacent to State Highway 12
at Scally Road approximately 4 miles southeast of Fairfield.

2. The landfill occupies approximately 2/3 of the 70 acre site.
The disposal activities at the site have been limited to the
Phase I area as shown on Attachment A. The landfill currently
accepts approximately 125 tons per day on non-hazardous solid
waste consiting of residential, commercial, construction and
demolition wastes, and wastewater treatment sludges.

3. The landfill serves the disposal needs of Fairfield, Suisun
city, Green Valley and the surrounding unincorporated areas
of Solano County. The Potrero Hills Landfill, approximately
one mile to the south of the site, will begin disposal
operations later this year and will replace this landfill in
serving the disposal needs of the areas cited above. When
disposal operations begin at the Potrero Hills Landfill the
landfill will only accept construction and demolition wastes
in the Phase I area until the final closure grade is
achieved.

4. The landfill is located in a low lying area adjacent to Union
Creek and Hill Slough on the lower reaches of an alluvial
plain extending northward from the Potrero Hills and the
northeast edge of Suisun Marsh. The site is underlain by a
light colored stiff clay with interbedded layers of clayey
sand, clayey gravel, and silt. To the west of the site the
stiff clays are replaced by bay muds that generally exceed a
depth of 20 feet.
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